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Machine comes standard with 50 grooves per 
inch feed screw and nut. Optional feed screw/
nut are available with 68 and 101 grooves per 
inch.

Convenient and easy to read gauge in metric and imperial scale allowing 
adjustment of the working range before mounting on the flange.

MMFM – MInI FLAnGe MILL

Compact and light weight flange milling machine – one of 
the most compact designs on the market today. 

 h Low clearance.
 h Flat and raised face flanges
 h Single line, true gramophone groove with 50 grooves per 
1” to comply with ASMe B46.1 code

 h Pneumatic drive 1,3 Hp or 750 W electric with multiple 
planetary gear box

 h Stainless steel body to stiffen the machine base
 h Rigid construction aluminium facing head , supported by 
multiple bearings

 h Solid locking mandrel shaft and rigid mounting jaw set
 h Hardened and ground tool slides for precision

QUALITY COMPONENTS

 h Pneumatic motor comes complete with filter, lubricator 
and flow control.

 h Compact, low-profile drive system engineered for 
superior power to weight ratio.

 h Features rugged main body, heavy-duty bearings, sealed 
lubrication, and rigid mounting system.

STANDARD FEED SCREW CONVENIENT SCALE

FACING RANGE  RANGE PIPE FACING
(SINGLE POINT) LOCKING RANGE VERTICAL 

FEED STROKE
MACHINING 
FEED RATE POWER

37 – 254 mm 51 – 254 mm 26 – 150 mm 13 mm 0,5 mm
1,3 Hp

1,45 – 10” 2 – 10’’ OD 1,0 – 5,9” 0,5’’ 0,019’’

AIR USE WEIGHT HEIGHT LENGTH SWING DIAMETER

55 cfm 1,3 m3/min 23 Lbs 10,43 kg 19,291" 490 mm 16,338 415 mm 12,204 310 mm
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SAFETY FIRST

Hand guard to protect against accidental 
impact of the rotating head.

Graduation of the tool setting to 
the desired depth of cut.

BASIC FEATURES

Single line gramophone groove 
(50 grooves per 1 inch)

Handy depth feed 
locking system to 
prevent accidental 
movement of the 
handle during flange 
processing.

TOOL HOLDERS RANGES

MMFM is a low clearance flange facing machine. To achieve this multiple tool holders are required to cove full range, below table specifies 
machining range of each holder.

MMFM-125250

MMFM-85210

MMFM-37160

125 - 250 mm (4.92’’ - 9.84’’)

85 - 250 mm (3.35’’ - 8.27’’)

37 - 160 mm (1.45’’ - 6.3’’)

0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220 230 240 250 260 270 280 290 300 310 320

MMFM-E 

MMFM-e is electric version of 
MMFM. A standard machine 
covers the same flange sizes and 
comes with the same cutting head.
The electric motor, made by Makita 
with 3 stage planetary gear box 
made by KRAIS has variable speed 
control and produce enormous 
torque. Is interchangeable with 
pneumatic drive and can be purchased 
separately at any time. 
Also available with battery driven 
motor!

Free Speed ................. 115 RPM
Power .......................... 750 W
Torque ........................ 360 nm (266 Ft.Lbs)

BATTERY OPTION

The machine is also available with a portable 
electric drive 18 Volt 5.2 Ah 93.6 Wh Li-Lon 
battery. The machine can operate up to 15-20 
minutes on one battery.  
Machining itself of one flange takes about 3-4 
minutes of motor operation, so the operating 
time on one battery may suffice on 3-4 flanges.  
It is possible to have many charged batteries. 
Comfortable and easy to use in any place 
where compressed air and electricity is not 
available or even impossible to use as for 
example oil refinery.

KRAIS TUBE & PIPE TOOLS BeVeLLInG TOOLS
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IMFM-24 InTeRnAL MOUnTeD FLAnGeMILL

Internally mounted, lightweight and durable machine tool. Ideal for 
machining all types of flange faces, seal grooves, weld preparations and 
counterbores.

Features:
 h Heavy-duty steel/aluminium design 
 h High rigidity of the machine in relation to the dimension and weight
 h Solid but lightweight construction
 h Continuous groove facing feeds
 h Swivel tool post for grooves, RTJ flanges and bevels
 h easy levelling and centering system with built-in fast centre feature
 h Quick clamping with solid, 50 mm self-centering steel shaft
 h Ce certificate

As standard IMFM is supplied with the complete toolkit, including 
cutting tool and inserts, air filter with lubricator and hose connection, 
required jaws to cover the full range, paper manual and storage/
shipping box.

Beside standard pneumatic 2,2 Hp drive, for IMFM we offer a wide 
choice of pneumatic and electric drives.

STANDARD WORKING RANGE FACING FEEDS FREE
SPEED POWER

FACING RANGE LOCKING RANGE 1,75 MM SCREW 1,25 MM SCREW 1,00 MM SCREW

63 – 610 mm 57 - 508 mm 0,2 / 0,8 mm 0,14 / 0,57 mm 0,15 / 0,45 mm
20 - 42 Rpm

2,2 Hp

2,50 - 24,00” 2,25 - 20,00” 0,008 / 0,031” 0,006 / 0,022” 0,004 / 0,018” 1,6 kW

AIR USE BODY WIDTH BODY HEIGHT BODY WEIGHT

75 cfm 2,2 m3/min Depends on motor configuration, see drawing below 99 Lbs 45 kg

LEVELLING AND CENTERING DIMENSIONS

Special jaw set for easy and quick 
levelling and centering machines 
on the flange 

Max 700 mm Max 850 mm
334

495

56
5

77
3

13
0

22

INLINE VERSION RIGHTANGLE VERSION
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IMFM-40 InTeRnAL MOUnTeD FLAnGeMILL

Internally mounted, lightweight and durable 
machine tool. Ideal for machining all types of 
flange faces, seal grooves, weld preparations 
and counterbores.

 h Heavy-duty steel/aluminium design with 
solid but lightweight construction

 h High rigidity of the machine in relation to the 
dimension and weight

 h Continuous groove facing feeds
 h Swivel tool post for grooves, RTJ flanges and 
bevels

 h easy levelling and centering system with 
built-in self- centre feature

 h Quick clamping with solid, 50 mm self-
centering steel shaft

 h Ce certificate

As standard IMFM is supplied with the 
complete toolkit, including cutting tool and 
inserts, air filter with lubricator and hose 
connection, required jaws to cover the full 
range, paper manual and storage/shipping 
box. Beside standard pneumatic 2,2 Hp drive, 
for IMFM we offer a wide choice of pneumatic 
and electric drives.

STANDARD WORKING RANGE MAX SWING 
DIAMETER

TOOL POST 
TRAVEL FEED RATES FREE

SPEED POWER
FACING RANGE CLAMPING RANGE

152 – 1016 mm 120 - 820 mm 1220 mm 102 mm
See table 0 - 24 Rpm

2,2 Hp

6 - 39,70” 4,72 - 32,20” 32" 4” 1,6 kW

AIR USE SHIPPING WIDTH SHIPPING HEIGHT SHIPPING LENGTH BODY WEIGHT SHIPPING WEIGHT

75 cfm 2,2 m3/min 600 mm 24" 725 mm 28,5" 845 mm 34" 145 kg 319 Lbs 210 kg 462 Lbs

MACHINE IN ACTIONFACING FEED RATES (3 OFF IN/OUT)

Direction Gear mm/rev inch/rev grooves 
per cm

grooves 
per inch

Out
1 0,139 0,005 72 183
2 0,217 0,009 46 117
3 0,528 0,021 19 48

In
1 0,165 0,006 61 154
2 0,258 0,010 39 98
3 0,628 0,025 16 40

BORING FEED RATES (3 OFF UP/DOWN)

mm/rev inches/rev

0.05 – 0.10 – 0.20 0.002 – 0.004 – 0.008

IMFM on xxx tube xxx shedule, 
facing operation, producing xx 
grooves per/cm
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LEVELLING AND CENTERING

SWIVEL TOOL AS A STANDARD

IMFM40 Special jaw set for easy and quick levelling and centering machine. A special mechanism allows 
convenient adjustment of the mounting plane relative to the pipe. Built-in self-centering locking system 
significantly facilitates the coarse setting of the machine.

TWO LOCKING PLATES

Standard configuration of IMFM is equpped with swivel tool post for 
grooves, RTJ flanges and bevels

The offer includes two sizes of 
locking system. Thanks to the 
matching dimensions of the 
rigid body, stable mounting 
and smooth machining of face 
surfaces and flanges in all pipe 
sizes is possible.
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SFFM FLAnGe FACeR

MODEL
WORKING RANGE DIMENSIONS

WEIGHT JAWS
UNIT MIN OD MAX OD UNIT FRAME OD FRAME ID FRAME WIDTH HEIGHT

SFFM-0410
NPS 2,00 10,00 [inch] 16,22 11,24 2,50 17,3”

57 4
Metric 50,00 250,00 [mm] 412,00 285,40 63,50 440

SFFM-1016
NPS 2,00 15,00 [inch] 21,46 16,48 2,50 17,3”

68 6
Metric 50,00 370,00 [mm] 545,00 418,70 63,50 440

SFFM-1624
NPS 4,00 23,00 [inch] 29,49 24,41 2,50 17,3”

103 10
Metric 100,00 580,00 [mm] 749,00 619,90 63,50 440

SFFM-2836
NPS 8,00 35,00 [inch] 42,15 37,00 2,76 17,3”

180 10
Metric 200,00 890,00 [mm] 1070,60 939,80 65,40 440

SFFM-4048
NPS 10,00 47,00 [inch] 54,40 49,53 2,76 17,3”

260 12
Metric 250,00 1200,00 [mm] 1381,80 1251,00 65,40 440

SFFM series Flange Facing Machines are 
mounted on the outer diameter of the flange. 
The precise, synchronized radial and axial 
feed mechanism allows for a high quality 
machining, resulting in one continuous groove 
producing a true gramophone finish.

SFFM Flange Facing Machines are suitable for 
various flange types:
 h Flat Face
 h Raised Face
 h Ring Type Joints (RTJ)
 h Tongue & Groove
 h Lens Ring
 h Grayloc® (hub profile)
 h Compact Flanges

SFFM Flange Facers are suitable for the oil and 
gas industry, power plants, chemical plants, 
oil rigs and many others. They are prepared to 
implement applications complying with ASMe 
standards. 

GRAMOPHONE GROOVE
The design of the feed attachment 
assures the automatic and 
variable feed rate on radial axe 
producing proper gramophone 
groove.

STRONG DRIVES
Machine can be driven with a 
wide range of motors, pneumatic, 
hydraulic and electrical, including 
servo drives - all made by KRAIS.

AVAILABLE AS MODULE
For owners of our regular SFSF 
machines we offer special 
module, allowing to convert the 
standard SFSF into regular flange 
facing module

FEATURES OF MACHINE

CUTTING GROOVES
The machine offers a simple way 
of execution of the RTJ grooves by 
using the single point swivel head
or formed tools
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SURFACE FINISH

The Modul is equipped as standard with feed gearbox in order to 
generate both, fine or coarse surface finish by simple switch on the gear 
box.

SFSF MODEL
WORKING RANGE WITH MODULE DIMMENSIONS

WEIGHT* JAWS
UNIT MIN OD MAX OD UNIT. FRAME OD FRAME ID FRAME WIDTH BOTH HEIGHT

SFSF-0410
NPS 0,80 8,80 [inch] 16,22 11,24 2,50 16,25

57,00 4
Metric 20,00 224,00 [mm] 412,00 285,40 63,50 412,5

SFSF-0612
NPS 1,60 10,50 [inch] 18,15 13,24 2,50 16,25

59,00 4
Metric 40,00 270,00 [mm] 461,00 336,20 63,50 412,5

SFSF-0814
NPS 1,60 12,00 [inch] 19,49 14,48 2,50 16,25

61,00 6
Metric 40,00 305,00 [mm] 495,00 367,90 63,50 412,5

SFSF-1016
NPS 1,60 14,00 [inch] 21,46 16,48 2,50 16,29

68,00 6
Metric 40,00 356,00 [mm] 545,00 418,70 63,50 413,5

SFSF-1218
NPS 2,00 16,80 [inch] 23,50 18,48 2,50 16,29

83,00 6
Metric 50,00 427,00 [mm] 597,00 469,50 63,50 413,5

SFSF-1420
NPS 2,00 20,00 [inch] 25,47 20,85 2,50 16,29

90,00 6
Metric 50,00 508,00 [mm] 647,00 520,30 63,50 413,5

SFSF-1624
NPS 2,00 22,70 [inch] 29,49 24,41 2,50 16,29

103,00 10
Metric 50,00 578,00 [mm] 749,00 619,90 63,50 413,5

SFSF-2028
NPS 4,00 26,80 [inch] 33,90 28,75 2,76 17,48

145,00 10
Metric 100,00 681,00 [mm] 861,10 730,30 65,40 443,7

SFSF-2432
NPS 8,00 30,70 [inch] 38,15 33,00 2,76 17,48

158,00 10
Metric 200,00 782,00 [mm] 969,00 838,20 65,40 443,7

SFSF-2836
NPS 8,00 34,80 [inch] 42,15 37,00 2,76 17,48

180,00 10
Metric 200,00 884,00 [mm] 1070,60 939,80 65,40 443,7

SFSF-3442
NPS 10,00 40,70 [inch] 48,15 43,00 2,76 17,48

202,00 10
Metric 250,00 1036,00 [mm] 1223,00 1092,20 65,40 443,7

SFSF-4048
NPS 10,00 46,80 [inch] 54,40 49,53 2,76 17,48

260,00 12
Metric 250,00 1189,00 [mm] 1381,80 1251,00 65,40 443,7

*depends on machine configuration

SFFM Module can be mounted on all our SFSF 
clamshells and convert the regular Clamshell 
into OD mount flange facing machine
SFSF clamshell combined with the module 
widen the scope of its application and still 
providing the same functionality as the 
machine SFFM.
Purchasing the SFFM Module allows to save a 
lot of money by avoiding the purchase of two 
separate machine tools.
Time needed for the machine changeover is 
only 20 minutes.

SFFM MODULe 
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SLIMFIT SPLIT FRAMe CLAMSHeLLS 

KRAIS SFSF portable SLIM FIT Clamshell series are designed for strength 
and easy handling. each of the machine from the SFSF series have a 
height of 3,248” (82,5 mm) up 24” and 4,47” (113,7 mm) up to 48” and 
a width of 2.5” (63,5 mm) resulting narrow body low profile design that 
makes the SFSF series the ideal choice in tight spaces .

 h 15 Standard models cover a range from 1.” (33,4 mm) to 48” (1219 
mm) OD

 h Pneumatic, hydraulic and electric drive options are available . 
 h Motor mount on keyways to prevent the motor to twist and potential 
damage on gear ring .

 h Several different drive options are available to best position the motor 
for a specific machining application

 h All pneumatic and electric motors are design and Manufactured by 
KRAIS after 20 years experience of manufacturing pneumatic drives 
for boiler and heat exchangers tube rolling motors.

 h SFSF series clamshells can be equipped a wide range of accessories to 
increase performance and expand capabilities.

 h Adjustable locator pads minimize the number of locators.

Choice of 3 positions 
with different travel 
length tool holder 
with heat treated 
slights.

Lever type tripper 
module for operator 
safety.

Steel plates on 
the back part for 
machine squaring on 
the pipe .

FEATURES AIR TREATMENT MODULE

Optional module 
(ATM) provides air 
treatment capability 
for KRAIS pneumatic 
powered split frames.

KRAIS TUBE & PIPE TOOLS BeVeLLInG TOOLS



104

A

B

C - Width

D - Thickness

General technical machine information to 
enable to make the right choice to suit your 
application.

For our SFSF clamshells we offer a wide 
range of pneumatic , electric made 100% in 
house and hydraulic choose by our engineers 
or upon customer preference .  Such a big 
range and variety of parameters allow us to 
select motor to achieve to best and most 
post suitable cutting speed to machined pipe 
material and diameter.

MODEL
PIPE CAPACITY DIMENSIONS

LOCATOR 
PADS

GEAR RING 
RATIOUNIT MIN 

OD MAX OD UNIT A B C D 1” SLIDE 
SWING

3” SLIDE 
SWING

6” SLIDE 
SWING

SFSF-0204
NPS 2,000 4,000 [inch] 9,685 4,736 2,500 3,248 12,165 16,165 -

4 4,6:1
Metric 60,32 127,00 [mm] 246,00 120,30 63,50 82,50 309,00 410,60 -

SFSF-0256
NPS 2,500 6,000 [inch] 11,831 6,858 2,500 3,248 14,339 18,339 -

4 5,7:1
Metric 73,02 168,27 [mm] 300,50 174,20 63,50 82,50 364,20 465,80 -

SFSF-0358
NPS 3,500 8,000 [inch] 13,819 8,846 2,500 3,248 16,339 20,339 26,339

4 6,7:1
Metric 101,60 219,07 [mm] 351,00 224,70 63,50 82,50 415,00 516,60 669,00

SFSF-0410
NPS 4,500 10,000 [inch] 16,220 11,236 2,500 3,248 18,756 22,756 28,756

4 7,8:1
Metric 127,00 273,05 [mm] 412,00 285,40 63,50 82,50 476,40 578,00 730,40

SFSF-0612
NPS 6,000 12,000 [inch] 18,150 13,236 2,500 3,248 20,843 24,843 30,843

4 8,9:1
Metric 168,27 323,85 [mm] 461,00 336,20 63,50 82,50 529,40 631,00 783,40

SFSF-0814
NPS 8,000 14,000 [inch] 19,488 14,484 2,500 3,248 22,063 26,063 32,063

6 9,5:1
Metric 219,07 355,60 [mm] 495,00 367,90 63,50 82,50 560,40 662,00 814,40

SFSF-1016
NPS 10,000 16,000 [inch] 21,457 16,484 2,500 3,287 24,102 28,102 34,102

6 10,6:1
Metric 273,05 406,40 [mm] 545,00 418,70 63,50 83,50 612,20 713,80 866,20

SFSF-1218
NPS 12,000 18,000 [inch] 23,504 18,484 2,500 3,287 26,224 30,224 36,224

6 11,6:1
Metric 323,85 457,20 [mm] 597,00 469,50 63,50 83,50 666,10 767,70 920,10

SFSF-1420
NPS 14,000 20,000 [inch] 25,472 20,848 2,500 3,287 28,150 32,150 38,150

6 12,6:1
Metric 355,60 508,00 [mm] 647,00 520,30 63,50 83,50 715,00 816,60 969,00

SFSF-1624
NPS 16,000 24,000 [inch] 29,488 24,406 2,500 3,287 32,268 36,268 42,268

10 14,6:1
Metric 406,40 609,60 [mm] 749,00 619,90 63,50 83,50 819,60 921,20 1073,60

SFSF-2028
NPS 20,000 28,000 [inch] 33,900 28,750 2,757 4,476 36,516 40,516 46,516

10 16,9:1
Metric 508,00 711,20 [mm] 861,10 730,30 65,40 113,70 927,50 1029,10 1181,50

SFSF-2432
NPS 24,000 32,000 [inch] 38,150 33,000 2,757 4,476 40,787 44,787 50,787

10 19:1
Metric 609,60 812,80 [mm] 969,00 838,20 65,40 113,70 1036,00 1137,60 1290,00

SFSF-2836
NPS 28,000 36,000 [inch] 42,150 37,000 2,757 4,476 44,913 48,913 54,913

10 21:1
Metric 711,20 914,40 [mm] 1070,60 939,80 65,40 113,70 1140,80 1242,40 1394,80

SFSF-3442
NPS 34,000 42,000 [inch] 48,150 43,000 2,757 4,476 50,906 54,906 60,906

10 24,2:1
Metric 863,60 1066,80 [mm] 1223,00 1092,20 65,40 113,70 1293,00 1394,60 1547,00

SFSF-4048
NPS 40,000 48,000 [inch] 54,402 49,525 2,757 4,476 57,276 61,276 67,276

12 27,3:1
Metric 1016,00 1219,20 [mm] 1381,80 1251,00 65,40 113,70 1454,80 1556,40 1708,80
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RECOMMENDATIONS

HYDRAULIC MOTORS

UNIT MOTOR*
POWER WEIGHT

HP KG

SF-16 HTB-165 16,7 32
SF-18 HTB-165 16,7 36
SF-20 HTB-165 16,7 39
SF-24 HTB-165 16,7 52
SF-28 HTB-165 16,7 95
SF-32 HTB-165 16,7 107
SF-36 HTB-165 16,7 118
SF-42 HTB-165 16,7 137
SF-48 HTB-165 16,7 153

RECOMMENDATION - ELECTRIC MOTORS

First choice electric drive: PDeC-3200 - 
high-torque motor with built-in controller 
for precise speed control. Similar to servo 
motors, this drive does not slow down and 
does not tighten under load, but generates 
up to 5 times more torque than a servo motor 
which translates into high machining stability. 
Offers additionally a bunch of indicators: for 
overload, overheating and brush worn.

UNIT MOTOR*
POWER WEIGHT

WATT KG

SF-4 PDEC 3200 11
SF-6 PDEC 3200 17
SF-8 PDEC 3200 20
SF-10 PDEC 3200 27
SF-12 PDEC 3200 23
SF-14 PDEC 3200 28
SF-16 PDEC 3200 32

HYDRAULIC MOTOR

MOTOR
SPEED POWER TORQUE OIL PRESSURE MIN. OIL FLOW RATE

RPM HP NM BAR PSI LT/MIN GPM

HTB-165 343 16,7 273 190 2750 57 15

K90exxx

Only proposal and subject to change upon 
customer requirement and application

SFSF CLAMSHeLLS MOTORS  

MOTOR RIGHT- 
ANGLE

SPEED POWER TORQUE AIR CONSUMPTION AIR PRESSURE

RPM HP NM LT/MIN CFM BAR PSI

B50-100X - 200 1,3 70 1300 55 6,2 90
B50-115-RA YES 115 1,3 186 1300 55 6,2 90
B50-210-RA YES 210 1,3 102 1300 55 6,2 90
B50-290-RA YES 290 1,3 74 1300 55 6,2 90

HM-198 - 198 2,2 186 2200 75 6,2 90
HM-252 - 252 2,2 150 2200 75 6,2 90
HM-379 - 379 2,2 105 2200 75 6,2 90
HM-498 - 498 2,2 83 2200 75 6,2 90

K72-LT-90 YES 90 2,2 405 2200 75 6,2 90
K73-LT-190 YES 190 2,2 200 2200 75 6,2 90

PD248U - 185 3,5 416 2800 95 6,2 90
PD348U - 60 3,5 1250 2800 95 6,2 90

B50-100x B50-xxx-RA HM-xxx K7x-LT-xxx PDx48U

PNEUMATIC MOTORS

MOTOR REVERSIBLE RIGHTANGLE
MOTOR SPEED POWER TORQUE VOLTAGE 

RPM WATT OUT VOLT

PDEC-3200/100 - - 100 3200 800 Nm 110/230
PDEC-3200/145 - - 145 3200 540 Nm 110/230
PDEC-3200/185 - - 185 3200 420 Nm 110/230

DUDE-2000-4-speed YES - 120, 210, 380, 650 2000 240 Nm 110/230
K90E90 - YES 90 1150 510 Nm 110/230
K90E190 - YES 190 1150 260 Nm 110/230
K90E280 - YES 280 1150 190 Nm 110/230

HIGH-END ELECTRIC SERVO DRIVE WITH CONTROL BOX (3 PHASE)

POWER  [WATT] VOLTAGE [V]

Drive option 1 2300 390 – 440
Drive option 2 4300 390 – 440

PNEUMATIC MOTORS

UNIT MOTOR*
POWER WEIGHT

HP KG

SF-4 B50-100X 1,3 11
SF-6 HM-252 2,2 17
SF-8 HM-252 2,2 20
SF-10 HM-252 2,2 27
SF-12 HM-252 2,2 23
SF-14 HM-198 2,2 28
SF-16 HM-198 2,2 32
SF-18 K72-LT-90 3,5 36
SF-20 K72-LT-90 3,5 39
SF-24 PD248U 3,5 52
SF-28 PD248U 3,5 95
SF-32 PD248U 3,5 107
SF-36 PD248U 3,5 118
SF-42 PD248U 3,5 137
SF-48 PD248U 3,5 153

DUDe 2000PDeC-3200

ELECTRIC MOTORS
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ReACTIOn RInG FOR SFSF CLAMSHeLLS

For super heavy applications with super heavy 
wall and/or hard alloy pipes, consider our ORR 
to enhance axial and linear stability.
We manufacture the ORR steel ring, which 
mounts on the rear of the aluminium ring.  
The ORR is also equipped with 4 steel location 
stabilizers to enhance the range and rigidity of 
the machine for those heavy duty applications. 
The OOR dramatically increases the axial 
stability and rigidity when cutting and/or 
bevelling. This solution can help to save time 
and expense for clamshells completely made 
out of steel – ask your representative for more 
details.

ORR mounted on the rear on the existing threaded holes in the aluminium ring.

SFSF-1624 with ORR mounted on the 24” pipe schedule 120.

KRAIS SFSC REACTION RING IS PATENT PENDING! ALL RIGHTS RESERVED
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